
145×73°
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Model No.

MS-FD80W145-CW 80W 6000K 145×73° 5200 lｍ

MS-FD80W120-CW 80W 6000K 120° 5200 ｌｍ

MS-FD80W145-WW 80W 3000K 145×73° 3340 ｌｍ

MS-FD80W120-WW 80W 3000K 120° 3340 ｌｍ

MS-FD120W145-CW 120W 6000K 145×73° 7800 lｍ

MS-FD120W120-CW 120W 6000K 120° 7800 ｌｍ

MS-FD120W145-WW 120W 3000K 145×73° 5010 ｌｍ

MS-FD120W120-WW 120W 3000K 120° 5010 ｌｍ

LED Flood light 80W 　

MODEL NO.MS-FD80W145-CW//MS-FD80W145-WW
MODEL NO.MS-FD80W120-CW//MS-FD80W120-WW

CW/WW

LED Flood ligh 120W 　

MODEL NO.MS-FD120W145-CW//MS-FD120W145-WW

Power consumption： 120W
Input voltage： 12VDC / 24VDC
LED operating life： 50,000 hours
# of LEDs：72ea High power LED
Colors： Cool-White(CW)6000K, Warm-White(WW)3000K
Operating temperature：-30℃ ～ 50℃
Beam angle：120°/ 145×73°
Weight：8.25 ㎏
Water class：IP65

Power consumption： 80W
Input voltage： 12VDC / 24VDC
LED operating life：50,000 hours
# of LEDs：48ea High power LED
Colors： Cool-White(CW)6000K, Warm-White(WW)3000K
Operating temperature： -30℃～50℃
Beam angle：120°/ 145×73°
Weight：4.0 ㎏
Water class：IP65

CW/WW
MS-FD120W120-CW//MS-FD120W120-WW

Power Color
Beam Angle Luminous fluxConsumption Temperature

Power Color
Beam Angle Luminous fluxConsumption TemperatureModel No.


